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PHEROHW 2380279

| 4X MBXPLO (Depth: 10)

Comnector for 170 Cable
MB A-Coding 8 contacts (Plug)
Key Position:Lower Side
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Detail of Comector for Fthernet Cable
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Resume Switch

Collaborative
Operation Lamp

S-Axis
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#31.5H7 (3°%)
(Depth:6)
#63h8 (8o4s)

End-Flange Working Envelope

P-Point Working Envelope

(Depth:6)
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Type

Specification

Model

TR-1-06VXCP10-FO0

«Built-in Air Hoses, Ethernet
and 170 (8 wires) Cables
+Specal Sorfoce Treatnent and Food Grade Specifcation

MOTOMAN-HC10DTFP

2X M5XP0.8 (Depth:4.5)

(Air Qutlets, Plug Attached

)

Item
Configuration Vertically Articulated
Degree of Freedom 6
Payload 10kg
Repeatability » 0.05mm
S-Auis (Turning) *3 -210° - +210°
Range L-Ars (Lower Arn) -180° - +180°
-Aris (lpper M| —290° - +290°
of  [Rhis oD -210° - +210°
Motion [B-Aris Pitch/ow -180° - +180°
T-hvis_(Tvist) =-210° - +210°
S-Axis 2.27rad/s, 130°/s
L-Axis 2.27rad/s, 130°/s
Maximum | U-Axis 3.14rad/s, 180°/s
Speed** [ _R-Axis 3.14rad/s, 180°/s
B-Axis 4.36rad/s, 250'/s
T-Axis 4.36rad/s, 250°/s
Alowable R-Axis 27.4N-m_(2.8kgf «m)
Moment B-Ax!s 27.4N-m (2.8kgf +m)
T-Axis 9.8N-m (1.0kgf+m)
Alowable | R-Axis 0.78 kg«
Inertia B-Axis 0.78 kg-m
(CD" 74) T-Axis 0.1 kg+m?
Mass 58kg
Protection Rating IP66/1P67

Clean Rating (Reference)*®

Equivalent to IS0 class 5

+0.012 T-Axis Mounting Method Floor-, Val-, Titt-, Celing-nounted
2X ¢6H7 (57) N, Temperature 0°C-40°T
(Depth:6) A SN Humidity || 20%RH - 80%RH
ﬁ:ﬁxis (Non-Condensing)
. | Vbration Acoratiof | 4.9m/5> (0.56) or less
View C Scale 13 AZ+ Ambient  [Altitude 1000m or less
. Conditions | Fatness for hstalaton 0.5mm or less
Comector for Ethernet Cabl - (309) PR
il X'COdIﬂ(] § contacts (Socket) Others -ggﬁeo Sfit\'f%m %Jéplg'gl\feuglmd
Keu Posﬁlonileﬁ-Upper Side Free fron excesgsive electnc(c} oise,
*Free from strong nagnetic field.
_ Q }>Y+ Power Requirements 6 1.0kVA
Applicable Controller  JJ YRC1000/YRC1000micro
X1 Repeatability conforms to 150 9263,
%2 The manipulator is in the home position in this drawing.
%3 When tilt- or wal-mounted, the S-axis motion range is linited.
x4 The naxinun speed value in this table is the available mavinun valve
v . (S o1 3) and will vary depending on the load, posture, or range of motion.
3 . X5 The clean rating is for reference and not quaranteed.
1ew cale l. %6 The power requirenent vaue is obtained using YASKAWA's
\\ in-house measurement conditions and will vary depending on
— the load, motion pattern or cycle time.
. py
IX NEXPO.8 (Depth: 4.6 | B 15 5401
(A|r Inlets, Plug Attached) Connector for Ethernet Cable . =] 67.5:0. 67.50.1
M2 X-coding & contacts (Socket) . kg Trg 5hg * '
Key Position . Left-Lower Side Detall of Comector for /0 Cable LB o/ (I | DX $8HT (14°%)
Do O X . = = 141 = MNenth’ 1
Comector Tor 1/0 Cable (ometor-Bse e~ End-Flonge Sce 170 6 10Nk +—1 Depth-10)
M8 A-Coding 8 contacts (Socket) 2 —m 5 %) - RN Gooe for Ui
Key Position : Upper Side 3 o3 TI[FFCodng B@ N NI L 2 ST roore for {-rin
b 3 NG | X 05 | (e G20
S o2 s (hy © : 2829 30 i
o 7 8.}mm§ 7 g i Lo or-instaiation % The tolerance applies to #8HT holes.
View B (Scale 1:3) & ——s owable Wrist Load & View A (Scale 1:10)  witim
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