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MOTOR gc NAME PLATE .
CONNECTOR : (NOTICE MARK
X NOTES.
. ALL DIMENSIONS ARE IN MILLIMETERS.
2. MOTOR SPECIFICATIONS :900-172-590
ENCODER TERMINAL MOTOR TERMINAL CONNECTION — \_J\ 3. ENCODER SPECIFICATIONS:900-172-504 (24BIT INCREMENTAL)
CONNECTION T L. VIBRATION : 15um OR BELOW AT RATED SPEED.
11 F 5. PLUGS AND CABLE CLAMPS ARE OPTIONAL.
I ] PGSV 3. LR I | PHASE ¥ ; 6. READ AND UNDERSTAND DOCUMENT PACKED WITH MOTOR
2 | PGOV 2 - i . (SAFETY PRECAUTIONS), AND BE CAREFUL USING MOTOR.
3 | cibtn 4 - E —| 7. DEGREES OF PROTECTION:IP§7 EXCEPT FOR SHAFT OPENING.
A - O |PHASE U %) 8. DO NOT TOUCH EACH OF CONNECTOR PINS DIRECTLY. IT CAUSE FAILURE.
5 - 5 |PHASE W 4 \ &/ 9. IN CASE OF MOUNTING THIS MOTOR HORIZONTAL, TO PLACE
6 | DATA (4) FG| ERBYED i THE CONNECTOR DOWN IS RECOMMENDABLE.
7 | DATA () oL | ERAMES s | 10. USE HEXAGON SOCKET HEAD CAP SCREWS FOR MOUNTING MOTOR.
g - VIEW B =gl 1. MOTOR CONNECTOR COULD BE TURNED IN THE RANGE OF # WITHIN 10 TIMES.
e —— FOUS NG SF-385 A1) VI ¢
RECEPTACLE SIZE:MIZ MAKER:PEOEN?X éoETAchS
HOUSING: SACC-MSQ-M172MS RATED RATED TIME RATED VOLTAGE RATED THERMAL WEIGHT ALLOWABLE | ALLOWABLE
R TYPE OUTPUT TORQUE SPEED CURRENT RADIAL THRUST
1573 7 800 KW N-m RATING 1 i vems Arms CLASS kg LOAD Fr N | LOAD Fs N
MAKER : PHOBNIX CONTACT
SGMTG-13DFFKF | 1.3 | 8. 34 | CONT. | 1500 | 499 | 5. 4 F 1.2 oSl 343
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